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Rating: Not Rated Yet 
Ask a question about this product 

Manufacturer THE HOT DOG LINE 

Description 
• Overall dimensions diameter 20 - L 52 - H 20

• Voltage 230 V

• Maximum power 1100/1200 W

• Double switch ON / OFF switch

• Outlet diameter 3 cm.

• Weight 8 Kg

• Body in iron powder, white

• Length of the hose from 95 to 380 cm in extensible and retractable polyurethane resistant to temperature and hydrolysis, with terminal micro-
lance.
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pulsator blower
 

Pulsore hd 2200 is a soundproofed, thermally insulated, practical and indispensable pulsore in a very compact and robust iron painted white.

Through a jet of hot air aimed at Pulsore HD 2200, it facilitates the removal of water from the undercoat in order to improve the next phase of
hair drying.

Its air jet is produced by two electric motors without resistance that allows to generate an air flow at constant temperature, eliminating all
possible sources of heat damaging to the hair and revolutionizing the drying system. The engines are air cooled from the outside through an air
intake protected by a replaceable filter.

The Pulsore hd 2200 has an electronic power regulator (RE) that determines the intensity of the air jet according to the needs of the work or
those of the animal. In this way we achieve significant energy savings to the advantage of costs.

At the design stage, particular attention was paid to audio impact equipment that has been significantly reduced compared to previous versions
and similar pulsors on the market, thanks to the use of specific high quality materials.

Furthermore, to meet the needs of space and practicality, the dimensions, weight and use of the extensible tube have been revised so as to
ensure that you save space and greater ease of use.

Thanks to its polyurethane tube resistant to high temperatures and hydrolysis, to the extendable and retractable power from 95 to 380 cm, THE
HOT DOG LINE pulsator blower is practical and functional.

Pulsore hd 2200 can be portable or fixed, depending on whether you use the shoulder strap or the fixing kit and is equipped with a series of
accessories, such as brushes and lances of various sizes, which facilitate the work and the results even the most difficult areas of the 'animal.

 

 

Maintenance

To ensure optimal operation of the pulsore, optimizing yield, performance and duration, it is recommended to regularly clean the filters.

 

 

Benefits

The pulsore promptly removes water from the undercoat, reduces the possibility of sebum loss, the natural protection of the skin, which would
make the hair frizzy and smelly. Moreover, thanks to its concentrated jet of air it optimizes the drying times and is well tolerated by all pets, as
with the motive power it is possible to adjust the air flow according to different needs.

 

 

Useful tips

 

 

1. Before drying your hair, dab the animal with a towel to try to absorb as much water as possible. We advise you to do it in the tank to avoid
getting wet everywhere and risking slips! The ideal is to have a bearing surface near the tank and fix the pulsore in proximity of this area, so as
to proceed to the drying in a practical and fast way thanks to the extensible tube h and will facilitate every movement.

 

 

2. Start to dry starting from a precise point and proceed in an orderly manner, in order to give the correct sequence to the job, then optimize the
results. If the dog is not used, do not set the maximum power to be expelled, but gradually increase to get the animal used to heat and airflow.
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